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Detaclad® Explosion welded Clad
DMC Clad Metal manufactures Detaclad® explosion welded clad from virtually any combination of commercially available 
metals or alloys. The resultant clad can be provided as high quality clad plates, heads and tubesheets for pressure vessels, 
heat exchangers, condensers, autoclaves and tanks. Sizes are limited only by availability of materials and transportation 
restrictions.

Worldwide DMC Clad Metal Production
DMC Clad Metal is North America’s largest explosion clad manufacturing company. Other DMC business 
units producing Detaclad® include Nobelclad (France), Dynaplat (Germany), and Nitro Metall (Sweden). The 
consolidated capabilities and technologies of the DMC clad metal business units provide the highest assurance of 
quality and delivery reliability.

Reliability in Quality and Delivery

Product Size Limits: 
Size limits will vary with alloy types and thicknesses. Typical maximums are 
presented. Parts larger than listed above may be produced for specific 
applications.

Quality System & Codes: 
DMC Clad Metal Division’s Quality system is ISO 9001-2000 Approved. 
Clad products can be manufactured in accordance with ASME or most 
other design codes.

Clad Heads

Clad Tubesheets

Clad Plate

> Length - up to 480 inch
> Width - up to 200 inch
> Clad Alloy Thickness - up to 2.5 inch
> Base Metal Thickness - up to 16 inch
> Comply with ASME Code Sections II & Vlll

> Diameter - Single piece heads to 240 inch
  (alloy dependent), Segmental unlimited size
> Hot and Cold Forming Depending on Alloy
> Hot or Cold Formed
> Comply with ASME Code Sections II & VIII

> Clad Alloy Thickness - up to 2.5 inch
> Base Metal Thickness - up to 40 inch
> Diameter - up to 200 inch
> Comply with ASME Code Sections II & VIII




